











Typical  cold‐formed  steel  (CFS)  moment‐resisting  connections  generally  have  limited 
ductility and energy dissipation capacity due to the low local/distortional buckling resistance 
of  thin‐walled  CFS  elements,  and  therefore, may  not  be  suitable  for  seismic  applications. 
This study aims to investigate the efficiency of using bolting friction‐slip fusing mechanism to 
improve  the  seismic performance of CFS bolted beam‐to‐column connections. To simulate 







ductility  of  the  connections  especially  for  CFS beams with  thinner  plates.  Finally,  the  best 
design  configurations  are  identified  to  improve  the  seismic  performance  of  the  CFS 
connections under strong earthquakes. 






sheets  to  form  open  cross  sectional  shapes  at  ambient  temperature  (cold  working).  In 
general, CFS elements  can be more economical and efficient  compared  to  their hot‐rolled 
counterparts due  to  their  inherent advantages  such as high  strength‐to weight  ratio,  ease 
and speed of construction, and especially greater flexibility  in manufacturing various cross‐
sectional  profiles  and  sizes  [1‐3].  Traditionally,  the  use  of  CFS  sections  as main  structural 
components  has  been  restricted  to  shear  walls  (stud  wall  systems)  consisting  of  vertical 
studs, diagonal braces and top and bottom tracks. The seismic behaviour of shear walls with 
different  configurations  and  bracing  systems  has  been  investigated  experimentally  by 
several  full‐scale cyclic and monotonic tests  [4‐6]. While  there  is a consensus that most of 
the shear wall systems can carry lateral and vertical loads up to the drift limits required by 
majority  of  seismic  codes,  typical  CFS  shear  walls  may  exhibit  poor  ductility  due  to  the 
premature buckling of the stud elements [7].  
In  modern  construction,  CFS  sections  are  increasingly  being  used  as  main  structural 
elements  in  other  structural  systems  such  as  moment‐resisting  frames  in  warehouses, 
hangars,  and  pitched  roof  industrial  and  agricultural  buildings.  Previous  studies  indicated 
that,  in  general,  CFS  bolted  moment  connections  are  capable  of  providing  acceptable 
flexural strength and stiffness, and adequate deformation capacity  for seismic applications 
[3, 8]. However, typical CFS bolted moment connections may exhibit relatively low ductility 




behaviour,  leading  to  damage  and  permanent  deformation  of  structural  elements,  and 
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hence  high  repair  costs,  following  a  strong  earthquake  event.  In  steel  construction,  using 
friction‐slip  fusing  mechanism  is  known  as  an  alternative  seismic  design  approach, 
implemented to absorb the energy of the earthquake and consequently reduce and control 
the  damage  to  the  structural  elements  [10]  .  In  general,  development  of  plasticity  in  the 
connection  zone  of  CFS  moment‐resisting  frames  cannot  be  easily  achieved  due  to  the 
higher  vulnerability  of  thin‐walled  elements  (i.e.  with  large  width‐to‐thickness  ratio)  to 
local/distortional  buckling  compared  to  their  hot‐rolled  counterparts  [9].  Therefore, 
accommodating  friction‐slip  fusing  mechanism  in  CFS  bolted  moment  connections  to 
dissipate  the  earthquake  input  energy  can  provide  a  practical  solution  to  improve  the 




















plates  has  been  investigated  experimentally  and  numerically  under  monotonic  and  cyclic 
loading conditions [10‐16]. It was found that the typical behaviour of CFS bolted connections 
can  be  characterized  by  a  linear  deformation  phase  followed  by  a  slip  range,  a  strength 
hardening  response  due  to  the  bearing  action  of  bolt  shank  against  the  steel  sheet  and 
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finally  a  strength  degradation  phase  caused  by  the  local  buckling  of  the  connected  CFS 
elements. It was also demonstrated that, though CFS moment‐resisting connections usually 
exhibit  a  semi‐rigid  behaviour,  they  can  generally  provide  enough  stiffness  and  moment 
resistance  for  low  to  medium  rise  moment  frames  [15].  In  another  study,  Lim  et  al.  [3] 
examined  experimentally  the  ultimate  strength  of  bolted  moment‐connections  for  CFS 




sections.  Based  on  the  above  studies,  it  can  be  concluded  that  the  ductility  and  energy 
dissipation capacity of CFS bolted connections depend mainly on the following four factors: 
(a)  bolt  distribution  and  bolt  tightening  (bolt  slippage);  (b)  material  yielding  and  bearing 
around the bolt holes; (c) yielding lines resulting from the buckling of the CFS cross‐sectional 
plates; and (d) cross‐sectional shapes of the CFS beam elements. The effects of these factors 
will  be  investigated  in  this  study.  This  paper  aims  to  develop  more  efficient  design 
configurations  for  CFS  bolted  moment  connections  with  bolting  friction‐slip  fusing 
mechanism  to  improve  their  ductility  and  energy  dissipation  capacity,  and  therefore, 
facilitate  their  application  in  earthquake  resistant  frames.  Detailed  GMNIA  FE models  are 
developed by taking into account material nonlinearity and initial geometrical imperfections. 
To  model  the  friction‐slip  fusing  mechanism,  equivalent  connector  elements  are  used  to 
simulate the bearing behaviour of a single bolt against CFS plate as well as the slip action of 
the  bolts.  The  detailed  FE  models  are  then  verified  against  experimental  results  of  CFS 
bolted connections under cyclic loading using test data by Sabbagh et al. [10]. Subsequently, 













The  general‐purpose  S8R  element  (8‐noded  quadrilateral  shell  element  with  reduced 
integration)  in  ABAQUS  [20]  element  library  is  adopted  to  model  the  CFS  connection 
components. Following a comprehensive mesh sensitivity study, the mesh size 20×20 mm is 
used  as  it  could  provide  a  balance  between  accuracy  and  computational  efficiency.  The 





direction  using  the  “Tie”  constraint  in  ABAQUS  [20].  Lateral  bracing  in  the  X  direction  is 
imposed  at  the  locations  of  lateral  frames  used  in  the  experiments  to  prevent  lateral 
torsional buckling of the beam element [10] (see Fig. 2). While it was previously shown that 












































The  stress‐strain  behaviour  of  CFS  plate  is  simulated  using  the  constitutive  model 
suggested  by  Haidarali  and  Nethercot  [24].  This  stress‐strain  relationship  consists  of  a 
Ramberg‐Osgood  equation  up  to  the  0.2% proof  stress,  followed by  a  straight  line with  a 
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where 0.2 is  the  0.2% proof  stress,  0.2 is  the  strain  corresponding  to  the 0.2% proof 
stress and n  is a parameter determining the roundness of the stress‐strain curve. Based on 
the results of coupon tests conducted by Sabbagh et al.  [10], the parameter n is taken as 10, 
0.2 310MPa  ,  210E GPa  and  the  ultimate  strain  is  considered  to  be  0.08.  Fig.  4 






















tested  reference  beam  [10]  due  to  the  lateral  bracing  system  used  in  the  test  setup. 
Therefore,  either  a  local  or  a  distortional  imperfection  is  incorporated  into  the  FE model, 
depending  on  which  mode  has  the  lower  critical  buckling  resistance.  The  imperfection 
magnitude for the thickness of steel sheet (t) less than 3mm is taken as 0.34t and 0.94t for 
the  local  and  distortional  imperfections,  respectively,  based  on  the  work  conducted  by 
Schafer  and  Pekӧz  [25].  For  steel  sheet  thickness  (t)  larger  than  3mm,  the  imperfection 
magnitude  is  considered  to be 0.3 st as  suggested by Walker  [26], where  s  is  the  cross‐
sectional slenderness. The cross‐sectional shape of the imperfection is generated by using an 
eigenvalue buckling  analysis  in ABAQUS.  The  first  buckling mode of  the CFS  connection  is 
then used to find the general shape of the local and distortional imperfections. In the case of 
monotonic  load,  a  tip  displacement  in  the  Z  direction  is  used  to  conduct  the  eigenvalue 
buckling analysis, which results in a unsymmetrical mode for including imperfection (see Fig. 
5  (a)).  However,  in  the  case  of  cyclic  loading,  there  is  a  need  to  generate  a  symmetrical 
imperfection  mode  (see  Fig.  5  (b)).  To  generate  this,  eigenvalue  buckling  analysis  is 







In  this  study,  a  simplified  connection  element  based  to  the  concept  of  “component 
method” [27] is adopted to simulate the CFS connection behaviour. The slippage behaviour 
of the bolted connections depends mainly on the distribution of initial friction forces, which 
in  return  rely  on  the  bolt  pretension  force  bP  for  a  given  applied  torque  and  friction 
coefficient    of  the  contact  surfaces.  Therefore,  the  bolt  slip  resistance  slipF  can  be 
expressed as [15] : 
slip b bF P n                                                                (2) 
where    is  the mean frictional coefficient given as 0.19 for galvanised steel surfaces [28], 
and bn  is the number of slip planes.  
The point‐based “Fastener” using a  two‐layer  fastener  configuration  found  in ABAQUS 
library [20] is employed to model individual bolts (see Fig. 6). Each layer is connected to the 
CFS beam and gusset plate using the connector element to define the interaction properties 
between  the  layers.  To  model  the  connector  element,  a  “physical  radius”  r is  defined  to 
represent the bolt shank radius and simulate the interaction between the bolt and the nodes 



















local  coordinate  system  corresponding  to  the  shear  deformation  of  the  bolts.  The  friction 
coefficient    and  internal  contact  force  bP  in  Eq.  (2)  are  used  to  model  “Friction” 

















and  subsequently  relative  slippage  between  the  two  plates  in  each  layer  of  the  CFS 
connection starts to happen (see Fig. 7 (a)). The slippage will stop when the bolt shank is in 
contact with the hole perimeter surface. 
(c)  The  bearing  stiffness  is  infinite when  the  relative  displacement  between  two  fastener 
points is larger than slip . 
2.5	Validation	of	FE	models	
Fig.  8  shows  the moment‐rotation hysteresis  behaviour of  the CFS  connection  test B2 
[29],  which  is  used  to  validate  the  developed  detailed  FE  models.  This  connection  is 
mobilised with a friction‐slip fusing mechanism, which activates the bolt slippage before the 





The  simplified bolt model  in Fig. 7  is used  for modelling of  the bolts,  and  the physical 
radius  is defined in accordance with the bolt shank radius equal to 9 mm [29]. To partially 
account for the effect of bolt elongation of the plate holes, the range of slippage of the stop 
element  in  Fig.  7  is  increased  from  1mm  to  2mm  in  the  first  lines  of  the  bolts  [10].  The 
experimental  measurements  and  FE  responses  subjected  to  both  monotonic  and  cyclic 





cyclic  load  is  in  a  very  good  agreement  with  the  corresponding  experimental  results. 
However, the M‐Ɵ curve subjected to monotonic load shows less strength degradation than 
the response under cyclic load. This is due to the cyclic deterioration effects which cannot be 





















3.  General  response  of  connections  with  and  without  friction‐slip  fusing 
mechanism 
CFS  bolted  moment  connections  with  bolting  friction‐slip  fusing  mechanism  can  be 
considered  as  friction  dampers,  which  can  reduce  damage  in  structural  elements  by 
absorbing  a  part  of  earthquake  input  energy  and  also  decrease  maximum  stresses  in 
connection zones by providing a fusing mechanism. To show the efficiency of the proposed 
system,  the  flexural  deformation and  the  von‐Mises  stress distribution of  the  connections 
with and without bolting  friction‐slip fusing mechanism are extracted from FE analysis and 
compared  in Fig. 10. While  the details of  the FE models  for both types of connections are 
similar (see Section 2), bolt slippage is prevented in the connections with no friction‐slip fuse 




one  which  friction‐slip  mechanism  is  mobilised  through  slippage  of  the  bolts  can  be 
distinguished in different phases as shown Fig. 11. The first phase (O‐A) occurs during initial 
loading  of  the  connection  corresponding  to  the  elastic  performance  of  the  connection. 
During  this  phase,  the  bearing  action  of  the  bolts  occurs  for  both  types  of  connection. 
However,  in  the  connection with  friction‐slip  fuse  the bearing  action  is  interrupted  at  slip 
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moment Mslip (point  A),  which  corresponds  to  the  beginning  of  bolts  slippage  phase.  The 





the  bolts  is  re‐activated.  Points  C  and  C’  show  the  peak moments  (Mp)  of  the  CFS  bolted 
moment connections with and without bolting  fusing mechanism, respectively.  In the final 














Fig.  12  compares  the  cyclic  hysteretic  performance  of  the  CFS  bolted  moment 
connection without and with friction‐slip fuse mechanism under cyclic loading regime shown 
in Fig. 3. The results indicate that, similar to monotonic behaviour, using friction‐slip fusing 













intermediate  stiffeners or  folded plates,  four different geometries  including  flat,  stiffened, 
folded and curved shaped channel cross‐sections are selected  for the parametric study, as 
shown in Fig. 13. For each cross‐section, four different plate thicknesses of 1, 2, 4, 6 mm are 
used.  The  selected  cross‐sections have  the  same  total plate width,  and  therefore, use  the 
same amount of structural material. Moreover, to  investigate the effect of different flange 
shapes, all cross‐sections are designed to have a similar web slenderness ratio. It should be 
mentioned  that  the  curved‐flange cross‐section  in  this  study  is  less practical  and  is mainly 
used  for  comparison  purposes  and  verification  of  analytical  models  with  the  reference 
experimental results [10]. It should be noted that thin walled sections with curved or folded‐
flange  cross  sections may  be  sensitive  to  crippling  due  to  support  transvers  actions  from 
joints and purlins, which should be considered in the design process of these elements. Since 
bolt configuration can also affect the stress field distribution of bolted moment connections 
[8],  three  types  of  bolt  configurations  including  circle,  diamond  and  square  shapes  are 
selected,  as  shown  in  Fig.  14.  To  increase  the  efficiency  of  the  proposed  connection,  the 
number of bolts and  their arrangement were also optimised  in  this  study. As a  result,  the 
number of required bolts was reduced from 16 in the reference experimental tests [10] to 9 
bolts.  It  is  worth  mentioning  that  in  common  construction  practice  the  circular  bolt 
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Eurocode  3  (EC3)  categorizes  cross‐sections  into  four  different  classes  (1,  2,  3  and  4) 
according  to  their  susceptibility  to  local  buckling.  This  classification  can  be  conceptually 
conducted by using moment‐rotation behaviour  (M‐ϴ) of  the  cross‐section, where My, Mp 
and Mu  represent  yield moment,  plastic moment  and peak moment  capacity,  respectively 
(see Fig. 15). Class 4 cross‐sections generally experience local buckling before attaining the 
















To  evaluate  the  effect  of  using  various  bolt  slip  resistance  on  the  global  moment‐




1.13n b mR N T                                                         (3) 
where nR is  slip  resistance  of  the  connection,  is  the  frictional  coefficient, bN is  the 
number of bolts, and  mT  is minimum bolt pretension. Monotonic analyses are then carried 
out on the connections with three different bolts pretensions using “Static General” analysis 














local  buckling  of  the  beam  close  to  bolt  group,  accommodating  bolting  friction‐slip  fusing 
mechanism  in  the connection using different bolt‐pretension  force and bolt  configurations 
did not change the failure mode. Consequently, activation of friction‐slip action in CFS bolted 
moment  connections  provides  a means  to  adjust  the  global  behaviour  of  the  connection, 
especially when higher class beam sections (thicker elements) are utilised. Friction‐slip fuse 










5.	 Efficiency	 of	 CFS	 bolted	 moment	 connections	 with	 friction‐slip	
fusing	mechanism	
In  this section,  the results of  the comprehensive parametric study are used to  identify 




circle  distribution  of  the  bolts  is  selected  to  show  the  typical  cyclic  response  of  the 
connections mobilised with friction‐slip fusing system (Fig. 17). The cyclic moment‐rotation 
envelope  is  specified  in both positive and negative  rotations by plotting  the  locus of peak 
moment points at the first cycle of each load amplitude. It should be noted that, unlike the 
monotonic moment rotation backbone curve, the cyclic moment‐rotation envelope can take 
into  account  the  strength  degradation  due  to  cyclic  loading  as  observed  in  the  previous 
experimental  tests  on  CFS  elements  and  connections  [29,  32,  33].  The  rotation  of  the 
connection was quantified as the ratio of beam tip displacement to the length of the beam 
up  to  the gusset plate.  In  the  following  sections,  the moment‐rotation  results are used  to 
determine different performance parameters such as moment capacity, energy dissipation, 
equivalent viscous damping coefficient, and ductility  ratio.  It  is worth mentioning  that  the 
dominant mode of failure in the selected connections with and without friction‐slip is always 
















the arrangement of  the bolts  seem to be  the most  important design parameters affecting 
the  capacity  of  the  connections.  In  general,  using  a  square  bolt  arrangement  leads  to  a 
higher bending moment capacity especially  in  the case of CFS beam elements with class 1 
and 2 (6 mm and 4 mm), where up to 32% increase is observed compared to the other bolt 













bi‐linear  models  recommended  by  FEMA‐356  [35]  are  developed  based  on  the  cyclic 
moment‐rotation  envelopes  (see  Section  5.1).  As  shown  in  Fig.  19,  the  FEMA  proposed 
models use an ideal bilinear elastic plastic curve to represent the non‐linear behaviour of an 
assembly by incorporating an energy balance approach. The yield rotation (y) is determined 
on  the condition  that  the  secant  slope  intersects  the actual envelope curve at 60% of  the 
nominal yield moment  (My), while  the area enclosed by  the bilinear curve  is equal  to  that 
enclosed by the original curve bounded by the target displacement (t). The adopted model 
